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MEO23211 PlayShaper® (2-5 years).QSD
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PlayShaper®

SAFETY NOTE
Choose a protective surfacing material that 
has a Critical Height Value of at least the 
height of the Highest Accessible Part/Fall 
Height of the adjacent equipment. (Ref. 
ASTM F1487.)

  601  7TH STREET SOUTH,   DELANO, MINNESOTA  55328-8605   888-574-4678 LSI Install Help   888-438-6574 LSI Direct   763-972-5200 Int.   FAX (763) 972-3185

14548500

Document #14548500
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PlayShaper®

SAFETY NOTE
Choose a protective surfacing material that 
has a Critical Height Value of at least the 
height of the Highest Accessible Part/Fall 
Height of the adjacent equipment. (Ref. 
ASTM F1487.)

  601  7TH STREET SOUTH,   DELANO, MINNESOTA  55328-8605   888-574-4678 LSI Install Help   888-438-6574 LSI Direct   763-972-5200 Int.   FAX (763) 972-3185

Document #27037000

15437500

 135346 Pod Climber®, 40"
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PlayShaper®
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16007800

Document #23618200

Sheet 1 of 2 143200 Conical ClimberTM, 40" Deck

(2) Handhold 
Panels

15" Max.

380

Rail 

40" Deck

Protective 
Surfacing

DETAIL
PANEL  ATTACHMENT

(2) 3/8" Flange 
Nuts w/Pin

(2) 5/16" x 7/8" 
BHCS w/Pin
w/ 3/8" SAE 
Flat Washers 
(Small)

(2) 3/8" x 5/8" 
BHCS w/Pin

(2) 5/16" Standard Hex 
Nuts w/ 3/8" SAE Flat 
Washers (Small)

Deck

(2) Angle Brackets (2) Handhold 
Panels

(2) 3/8" Standard 
Hex Nuts w/ 
3/8" SAE Flat 
Washers
(Small)

DETAIL 
DECK  ATTACHMENT 

(2) 3/8" x 1 1/8" 
BHCS w/Pin
w/ 3/8" SAE 
Flat Washers
       (Small)Deck

Belt 
Frame

(12) Mounting 
Plates

(24) 3/8" Flange 
Nuts w/Pin

See Panel 
Attachment
Detail

(27) 3/8" x 1 1/8" BHCS w/Pin 
w/ 3/8" Flat Washers (Large)

(27) 3/8" Low 
Crown Cap Nuts 
w/ 3/8" SAE Flat 
Washers (Small)

(12) Hand Grips

(24) 3/8" x 7/8" 
BHCS w/Pin

Belt

Typical 
PlayShaper 
Post

(6) 3/8" Flange 
Nuts w/Pin

(6) 3/8" x 5/8" 
BHCS w/Pin

Rail

Center 
Loop

See Frame 
Assembly 
Detail

SAFETY NOTE
Choose a protective surfacing material that 
has a Critical Height Value of at least the 
height of the Highest Accessible Part/Fall 
Height of the adjacent equipment. (Ref. 
ASTM F1487.)

NOTE: Align both bolts 
prior to hand tightening 
to 15 ft. lbs.
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PlayShaper®
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160078a

Document #23618200 

Sheet 2 of 2 143200 Conical ClimberTM, 40" Deck
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SAFETY NOTE
Choose a protective surfacing material that 
has a Critical Height Value of at least the 
height of the Highest Accessible Part/Fall 
Height of the adjacent equipment. (Ref. 
ASTM F1487.)
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PlayShaper®

SAFETY NOTE
Choose a protective surfacing material that 
has a Critical Height Value of at least the 
height of the Highest Accessible Part/Fall 
Height of the adjacent equipment. (Ref. 
ASTM F1487.)
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15330200

Document #15330200

111239 Tenderdeck, Extension
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�6�S�H�F�L�¿�F�D�W�L�R�Q�V���D�U�H���V�X�E�M�H�F�W���W�R���F�K�D�Q�J�H���Z�L�W�K�R�X�W���Q�R�W�L�F�H��

Parts List

Part# Description Qty.
153300 Tenderdeck Extension, Specify Color ...........................1

106697 Hardware Package      .................................................1
  100198 3/8" x 1 1/8" BHCS w/Pin, SST .......................................8
  100327 3/8" Standard Hex Nut, SST ...........................................8
  100365  3/8" SAE Flat Washer, SST ...........................................12

�6�S�H�F�L�¿�F�D�W�L�R�Q�V
 Sq. Deck Extension: Flange formed from 12 GA (.105") sheet steel 

conforming to ASTM A1011. Standing surface is 
perforated with 5/16" diameter holes. Deck face has 
(6) slotted holes for face mounting components. The 
�¿�Q�L�V�K�H�G���V�L�]�H���P�H�D�V�X�U�H�V������5/8" x 42" x 44 3/8". Finish: 
TenderTuffTM�����F�R�O�R�U���V�S�H�F�L�¿�H�G��

 Fasteners: Primary fasteners shall be socketed and pinned tam-
perproof in design, stainless steel (SST) per ASTM F 
���������X�Q�O�H�V�V���R�W�K�H�U�Z�L�V�H���L�Q�G�L�F�D�W�H�G�����V�H�H���V�S�H�F�L�¿�F���S�U�R�G�X�F�W��
�L�Q�V�W�D�O�O�D�W�L�R�Q���V�S�H�F�L�¿�F�D�W�L�R�Q�V����

 Installation Time: Approx: 3/4 man hour
 Weight: 97 lbs.

PlayShaper® 111239 Tenderdeck, Extension

Installation Instructions
1) Orient posts correctly according to labeled post letters and set in proper 

footing holes.

������ �3�R�V�L�W�L�R�Q���G�H�F�N���R�Q���S�R�V�W���À�D�Q�J�H�V���D�Q�G���D�W�W�D�F�K���X�V�L�Q�J��3/8" x 1 1/8" BHCS w/
pin and 3/8" standard hex nuts with 3/8�����6�$�(���À�D�W���Z�D�V�K�H�U�V�����6�H�H���'�H�F�N��
Attachment Detail.

3) Attach extension to tenderdeck using 3/8" x 1 1/8" BHCS w/pin with 3/8" 
�6�$�(���À�D�W���Z�D�V�K�H�U�V���D�Q�G��3/8" standard hex nuts with 3/8�����6�$�(���À�D�W���Z�D�V�K�H�U�V��

4) Level deck and plumb posts.

5) Install other panels/ components according to their respective instal-
lation sheets.

6) Pour concrete footings. Allow concrete footings to cure a minimum 
of 72 hours before user are allowed to play on the structure.

7) Install protective surfacing before users are allowed to play on the 
structure.

Eco#52803 Document #15330200 replaces #14610800. Added slots to Deck Extension.



© 2005 by Landscape Structures.    All rights reserved.

PlayShaper®

SAFETY NOTE
Choose a protective surfacing material that 
has a Critical Height Value of at least the 
height of the Highest Accessible Part/Fall 
Height of the adjacent equipment. (Ref. 
ASTM F1487.)
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Document #15330500

15330500
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�6�S�H�F�L�¿�F�D�W�L�R�Q�V���D�U�H���V�X�E�M�H�F�W���W�R���F�K�D�Q�J�H���Z�L�W�K�R�X�W���Q�R�W�L�F�H��

PlayShaper® 117495 Tenderdeck, Triangular

Parts List
Part# Description Qty.
153299 Tri-Deck, Specify Color ................................................1

117406 Tri-Deck Hardware Package   ....................................1
 100198 3/8" x 1 1/8" BHCS w/Pin, SST .......................................4
 100327 3/8" Standard Hex Nut, SST ...........................................4
 100365 3/8" SAE Flat Washer, SST .............................................4

�6�S�H�F�L�¿�F�D�W�L�R�Q�V
 Triangular Deck: Flange formed from 12 GA (.105") sheet steel 

conforming to ASTM A1010.  Standing surface is 
perforated with 5/16" diameter holes. Deck face has 
(6) slotted holes for face mounting components. The 
�¿�Q�L�V�K�H�G�� �V�L�]�H�� �R�I�� �W�Z�R�� �R�I�� �W�K�H�� �W�K�U�H�H�� �V�L�G�H�V�� �P�H�D�V�X�U�H�V�� ����
5/8" x 39 1/4" on the face of the deck and the other side 
measures 2 5/8" x 55 1/2". Finish: TenderTuffTM, color 
�V�S�H�F�L�¿�H�G��

 Fasteners: Primary fasteners shall be socketed and pinned tam-
perproof in design, stainless steel (SST) per ASTM F 
���������X�Q�O�H�V�V���R�W�K�H�U�Z�L�V�H���L�Q�G�L�F�D�W�H�G�����V�H�H���V�S�H�F�L�¿�F���S�U�R�G�X�F�W��
�L�Q�V�W�D�O�O�D�W�L�R�Q���V�S�H�F�L�¿�F�D�W�L�R�Q�V����

 Installation Time: Approx. 1/2 man hour
 Weight: 60 lbs.

�,�Q�V�W�D�O�O�D�W�L�R�Q���,�Q�V�W�U�X�F�W�L�R�Q�V
1) Orient posts correctly according to labeled post letters and set in proper 

footing holes.

������ �3�R�V�L�W�L�R�Q���G�H�F�N���R�Q���S�R�V�W���À�D�Q�J�H�V���D�Q�G���D�W�W�D�F�K���X�V�L�Q�J��3/8" x 1 1/8" BHCS w/
pin and 3/8" standard hex nuts with 3/8�����6�$�(���À�D�W���Z�D�V�K�H�U�V�����6�H�H���'�H�F�N��
Attachment Detail.

3) Plumb posts and level deck. After components and enclosures are in 
place, pour concrete footings. Allow concrete footings to cure a min-
imum of 72 hours before users are allowed to play on the structure.

4) Install protective surfacing before users are allowed to play on the 
structure.

Eco#52801 Document #15330500 replaces #14611100. Added slots to Tri-Deck.
























































































